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Claims 

1. Apparatus for covering some or all of a wearer's 
body, including interface means which in use are adjacent 

5 the wearer' s body, the interface means including a first 
region of material having a first compliance and a second 
region of material having a second compliance, the first 
compliance being greater than the second compliance, both 
of the regions being adjacent respective parts of the 
10 wearer's body. 

2. Apparatus according to Claim 1, the part of the 
wearer's body on which the apparatus being worn is the 
head, the face region, the eye region, the ear region or 

15 the cranial region. 

3. Apparatus according to Claim 1 arranged so that in 
use the first region is adjacent sensitive areas of the 
wearer's body and the second region located adjacent less 

20 sensitive areas. 

4. Apparatus according to claim 1 having an area, 
designed or shaped to fit the relevant part of the 
wearer's body and the interface means is attached to this 

25 area so that, the interface means contacts the relevant 
part of the wearer's body in use. 

5. Apparatus according to Claim 4, the interface means 
covering the whole of the area and the second region of 

30 the interface means does not cover the whole area or 
perimeter but only a part of it. 
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6- Apparatus according to Claim 5, the interface means 

covering the whole area or alternatively covers the whole 
area. 

5 7. Apparatus according to Claim 5, the first region 

wholly or partly enclosing the second region. 

8. Apparatus according to claim 1, either or both of 
the regions being covered with a suitable protective 

10 material. 

9. Apparatus according to claim 1, the apparatus being 
an ear cup to be worn over the ear of a wearer, and 
arranged such that in use the first region lies adjacent 

15 the temple of the wearer and the second region lies 
adjacent the top of the ear of the wearer. 

10. A method of constructing apparatus for covering all 
or a part of a wearer's body, the apparatus including 

20 interface means which in use are adjacent the wearer's 
body, the method including providing a first region of 
material of a first compliance and the second region of 
material of a second compliance, the first compliance 
being greater than the second compliance wherein both 

25 regions are adjacent respective parts of the wearer's 
body in use. 



